Floor finisher safety checklist version February 27, 2007 

Massachusetts Wood Floor Finishing Daily Safety Checklist
To be completed each day at job site before starting work
Name of Person Completing Form____________________________________________________

Name and Address of Company _____________________________________________________

Today’s Date ____________________________________________________________________

Name of Property Owner for this Job Site ______________________________________________
Street Address of Property __________________________________City____________________ 
Instructions: If sanding will take place today, complete items 1-4. If finishing will take place today, complete items 4-8. Then sign the bottom of the form.


1. Lead Paint


Is the floor painted?

Yes (


No (



If Yes: Has the paint been tested for lead?  Yes (   
No (




If Yes: Test results: _____________________________________

If the floor is painted and the paint not tested, or if the paint contains lead: DO NOT SAND

Massachusetts law states that only licensed lead removal contractors may remove lead paint.

2. Electrical Safety


Sander is connected to Dryer plug (
or 
Range plug (
If no plug is available with the correct power source for the equipment, Massachusetts law states that only licensed electricians may connect cords directly into the electrical box.



Plugs on all cords, including extension cords, have 3 prongs (


All electrical cords are safety rated to the amperage used by the equipment (


All electric cords are in good condition, with no visible fraying (

3. Personal Protective Equipment for Sanding


All workers wearing impact-resistant goggles during sanding  (


All workers wearing ear muffs or clean ear plugs during sanding  (
(Unless dustless system used) All workers wearing 2-strap dust masks during sanding  (

4. Fire Prevention


Sanding bags empty of dust before starting work  (


No Smoking signs posted at all entrances  (


All workers can describe fire plan, including exit locations and available telephones  (


All dust removed from job site to location away from heat and sunlight  (


Electrical connections to machines disconnected only after spaces cleared of dust  (

5. Chemical Safety Information




MSDSs for all products to be used are available at the work site (


All products to be used are listed below  (
	Name of Product
	Manufacturer
	Type of Glove Recommended
	Flash Point

	1. 
	
	
	

	2. 
	
	
	

	3. 
	
	
	

	4. 
	
	
	

	5.
	
	
	



6. Personal Protective Equipment for Finishing


All workers wearing chemical resistant goggles
(


All workers wearing type of glove recommended for product
(

7. Fire Safety for Flammable Products

Do any of the products have a flash point below 100 ºF?  Yes (
No (
IF YES, COMPLETE SECTION 8

8. If any flammable products (flash point below 100 ºF) are used


									


	Ignition sources turned off/disconnected (to prevent sparks that can ignite flammable vapors)


		All water heaters in the unit, including those in the basement   (


		All pilot lights in the unit, including those in the stove and basement (


		All heaters, furnaces, and air conditioners in the unit   (


		Refrigerators in the unit   (


		Other: _________________________________________________ (





	All lights needed are turned on before job starts and not turned off until finish dries	 (


	(to prevent sparks that can ignite flammable vapors)


	No spot lights, drop lighting, or other hot lamps in use  (





	All used or stained rags stored in airtight metal containers or metal containers with water (





Will over 5 gallons of any flammable product be brought onto the property? Yes (	No (


	If Yes: The law requires contacting the local Fire Department regarding permits. 


		The local fire department has been contacted regarding permit requirements  (
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